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РТВ 1006

 Efficient solution for power supply cables 
connection  in electrical heating systems

 Approved by a certificate of conformity for use in 
explosion hazardous areas

 All required component parts are included in the 
delivery kit of the box

 Wide application range

 Quick and easy installation

 High thermal stability

 Non-corrosive

Description
PTВ 1006 is a connection box purposed for connection of 
power supply cables in electrical heating systems .

The box enables connection of up to six power cables .

The enclosure design ensures moisture and dust ingress 
protection IP66 and high corrosion stability .

The box is equipped with the following cable entries:

–  up to two entries for connection of unarmored cables
of 23,5 to 33,6 mm in diameter and armored cables of
18 to 32 mm in diameter . 

–  up to four entries for connection of unarmored cables
of 7 to 18 mm in diameter or armored cables of 12 to
20 mm in diameter . 

The installed terminal blocks ensure connection of multi-
core or single core conductors of 2,5 до 35 mm2 in cross 
section .

Connection box for power supply cables connection in 
electrical heating systems

1. Power cable

2. РТВ 1006 connection box

3. Power cable

4. Connection box
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Technical data Delivery kit*
Climatic version and category of location 
according to GOST 15150-69

UHL1 (boreal 
climate)

Moisture and dust ingress protection rating IP66

Explosion protection marking 1Ex e IIC T3 . . .T6 Gb X

Temperature Group of explosion  
hazardous area Т6

Operating ambient temperature range -60 . . .+50 °С 

Operating voltage up to 750 V

Operating current up to 109 A

Terminal block WDU/Ex 8 modules 35 mm2

Terminal block WРЕ/Ex 4 modules 35 mm2

Enclosure dimensions 250×255×120 

Total weight (maximum) 6,5 kg

РТВ 1006 box enclosure

Armored cable entry, brass M40 Ex

Armored cable entry, brass M25 Ex

Unarmored cable entry, plastic M40 Ex

Unarmored cable entry, plastic M25 Ex

Locking nut, brass M40 

Locking nut, brass M25 

Earthing tag, brass M40

Earthing tag, brass M25

Blanking plug M40 Ex

Blanking plug M25 Ex

Sealing ring M40 Ex

Sealing ring M25 Ex

Short-circuiter with fixtures П06 .06х150-00

Cable gland GP40

Cable gland GP25 

*  The component parts and their quantities are selected
with order (see below) .

Ordering information
РТВ connection boxes are marked with indication of 
number and type of cable entries for power cables con-
nection .

Example: РТВ 1006–XS/YJ

X – number of input cable entries M40
S –  type of cable entries M40 (Б – armored entry M40,  

П – plastic entry M40)
Y – number of output cable entries M25
J –  type of cable entries M25 (Б – armored entry M25,  

П – plastic entry M25)

Approval details
Certificate of conformity to the require-
ments of Customs Union Technical Regula-
tion No . 012/2011 «On safety of equipment 

intended for use in explosive atmospheres» with 
explosion protection marking 1Ex e llС T3 . . .T6 Gb X 
TC RU C-RU .ГБ05В .00522 

CONNECTION BOXES
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